
Alshor Plus U Head 8-5/8” x  3/8”  

ALSHOR PLUS 21.6 kips/leg capacity aluminium shoring system

R•M•D
KWIKFORM

G L O B A L  S T A N D A R D S ,  R E G I O N A L  S E R V I C E ,  L O C A L  P R E S E N C E

Handrails
Code Description Weight (lb)

ASX71200 Alshor Plus Guardrail 3’ 11-1/4” 7.05

ASX71800 Alshor Plus Guardrail 5’ 10-7/8”   9.04

ASX72400 Alshor Plus Guardrail 7’ 10-1/2”   11

ASX73000 Alshor Plus Guardrail 9’ 10-1/8”   13

ASX81200 Alshor Plus Ledger 3’ 11-1/4”       10.5

ASX81800 Alshor Plus Ledger 5’ 10-7/8”       14.3

ASX82400 Alshor Plus Ledger 7’ 10-1/2”       18.2

ASX83000 Alshor Plus Ledger 9’ 10-1/8” 22.4

Accessories
Code Description Weight (lb)

ASX10040 Alshor Plus Drop Beam Bracket 3.09
(SWL = 10 kN)

ASX10044 Alshor Plus Trap Door Platform 28.00

5’ 10-7/8” x 1’ 7-7/8”

ASX10047 Alshor Plus Trap Door Platform 36.16

7’ 10-1/2  x 1’ 7-7/8”

ASX10043 Alshor Plus Platform 20.72

5’ 10-7/8” x 1’

ASX10045 Alshor Plus Platform 28.22

5’ 10-7/8” x 2’

ASX10046 Alshor Plus Platform 26.68

7’ 10-1/2” x 1’

ASX10048 Alshor Plus Platform 37.04

7’ 10-1/2” x 2’

ASX10014 Alshor Plus Trolley 190.04
SWL = 1102.31 lb
Range = 3’ 7-5/16” - 7’ 1”

SFX10008Castor Wheel 203 11.02

ASX61200 Alshor Plus 12.5

3’ 11-1/4” Board Bearer

ASX61800 Alshor Plus 17.4

5’ 10-7/8” Board Bearer

ASX62400 Alshor Plus 22.4

7’ 10-1/2” Board Bearer

ASX63000 Alshor Plus 39.6

9’ 10-1/8” Board Bearer
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Legs
Code Description Weight (lb)

ASX31500 Alshor Plus Leg 4’ 11-1/16” 13.1

ASX32000 Alshor Plus Leg 6’ 6-3/4” 17.39

ASX33000 Alshor Plus Leg 9’ 10-1/8” 26.24

ASX34000 Alshor Plus Leg 13’ 1-1/2” 34.83

ASX10013 Alshor Plus Spigot 1/4” 4.85

Head Plates
Code Description Weight (lb)

ASX10023 Alshor U Head 10-5/8” x 8-5/8” x 1/4”  8.82

ASX10015 9.70

Use 2N M12x40 CSK bolts & nuts to fix base plates or

jacks

Base Plates
Code Description Weight (lb)

ASX10011 Alshor Plus Base 3/8” 3.4
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Jacks
Code Description Weight (lb)

ASX10012 Alshor Plus Jack  34.39
Adj = 7-1/2”- 4’ 1-7/32”

ASX10027 Alshor Pus U Head 17.98

ASX10030 Alshor Plus Jack 24.47
Adj = 4-3/4”- 2’ 5-1/2”

Frames
Code Description Weight (lb)

ASX41200 Alshor Plus Frame 3’ 11-1/4”

ASX41800 Alshor Plus Fram 5’ 10-7/8” 27.12

ASX42400 Alshor Plus Fram 7’ 10-1/2” 32.19

ASX43000 Alshor Plus Fram 9’ 10-1/8” 37.48
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Cantilever Frame Assembly

Max load = 2.25 kips
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3’ 3-3/8”

Typical Drop Beam SupportDrop-in Access Decks
3 No. sizes of decks:

A = 5’ 10-7/8” x 1’ 11-5/8” Trap Access
B = 5’ 10-7/8” x 1’ 11-5/8” Platform
C = 5’ 10-7/8” x 11-13/16” Platform
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Base Jack Extension in inches

Ensure that the base jacks bear on a foundation that is restrained against rotation, 
eg, a concrete slab or railway sleepers haunched with concrete.

Allowable Working Loads in Vertical Alshor Plus towers 
in Fixed at the Head Applications.

Domed jacks, base restrained against rotation, 
top pinned with a load eccentricity of 1/4” (FOS = 2.5).

Base Jack Extension in inches

Ensure that the base jacks bear on a foundation that is restrained against rotation, 
eg, a concrete slab or railway sleepers haunched with concrete.

Allowable Working Loads in Vertical Alshor Plus towers 
in Fixed at the Head Applications.

Domed jacks base only, base restrained against rotation, 
head pinned with a load eccentricity of 1/4” (FOS = 2.5).

No top jack, 
1 frame.

No top jack, 
2 frames.

Single Leg and Frame Assemblies
Loads will vary with position and no. of frames

13’ 1-1/2”

9’ 10-1/8”

6’ 6-3/4”

3’ 3-3/8”

    

Single Leg and Frame Assemblies
Loads vary with position and no. of frames
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Range 6’ 4-3/4” - 17’ 2-11/16”
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Leg plus Jack overall height in feet
Ensure that the jack end of the structure bears against a foundation that is restrained 
against rotation, eg, a concrete slab or railway sleepers haunched with concrete. 
Erect props within 1.5 degrees of plumb.

Allowable Working Loads in Single Vertical Alshor Plus 
props in Fixed at the Head Falsework Applications.

Domed jacks bottom only fixed against rotation, 
top pinned with a load eccentricity of 1/4” (FOS = 3.0).

Ladders
Code Description Weight (lb)

ASX51000 Alshor Plus Ladder 3’ 3-3/8”

ASX55000 Alshor Plus Ladder 4’ 11-1/16” 

ASX52000 Alshor Plus Ladder 2000mm 15.43

ASX50001 Alshor Plus Bottom Ladder 12.35

ASX50002 Alshor Plus Starter Ladder 13.23

Our policy is one of
continuous improvement
and we reserve the right to
change, alter or modify any
detail, design, weight,
dimension or code
without prior notice being
given.

BB

Castor Unit
Code Description Weight (Kg)

ASX10038 Alshor Plus Castor Unit 82.45

ASX10039 Alshor Plus Castor Unit Handle 18.74

Castor Unit
Code Description Weight (lb)

ASX10041 Alshor Plus C Frame 2460.00

ASX10042 C Frame Chain Assembly 180.78
SWL = 5599.74 lb

CALIFORNIA
Riverside

2631 S. Riverside Ave.
Tel: 909-873-0909
Fax: 909-875-0910

COLORADO
Denver

6665 N. Washington St.
Tel: 303-287-7531

Fax: 303-2288-1344

 FLORIDA
Jacksonville
10483 General Ave.
Tel: 904-695-4867
Fax: 904-695-4899

TEXAS
Dallas

2323 Irving Blvd.
Tel: 214-631-6699
Fax: 214-637-1145

Houston - South
9103 E. Almeda Rd.
Tel: 713-799-1150
Fax: 713-799-8431

San Antonio
4911 Whirlwind Dr.
Tel: 210-656-3010
Fax: 210-656-2363

UTAH
Salt Lake City

1551 Pioneer Rd.
Tel: 801-972-8777
Fax: 801-972-8315
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